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NOTE! 


t. FOR LEGEND. ABBREVIATIONS AND GENERAL NOTES, SEE DWG. £-1. 

2. LEAVE 3* Or COILED CABLE (TAG & TAPE CONDUCTOR ENDS) AT 
EXISTING SPEAKER. DISCONNECTION OF EXISTING SPEAKER CIRCUTT 
WIRING AND FINAL, CONNECTION TO EXISTING SPEAKER WILL BE 
MADE BT OTHERS. 

3. DISCONNECTION AND REMOVAL OF EXISTING TENANT AMPLIFIERS AND 
ASSOCIATED WIRING UP TO THE LAST SPEAKER, AND CONNECTION OF 
E.O.L RESISTOR AT THE LAST SPEAKER WILL BE MADE BY OTHERS 
AFTER INSTALLED SPEAKERS ARE TESTED AND OPERATIONAL. 

4. REMOVE OLD SPEAKERS AS DIRECTED BY THE ENGINEER AND PROVIDE 
PATCHING AS PER INDICATED PATCHING DETAIL NUMBER NEXT TO THE 
OLD SPEAKER. DISCONNECTION OF OLD SPEAKERS WILL BE MADE BY 
OTHERS. 

5. FOR REMOVAL AND PATCHING PLAN DETAILS (P-1. P-2, P-3 * P-4), 
SEE DWG A-1. 


SPEAKER CIRCUIT/LOADING TABLE 


SPEAKER 
TAP/dB 
SETTING 

Wotts 

1/8 

1/4 

1/2 

1 

2 

4 

TOTAL 
POWER 
(Wotts) 

CIRCUIT 
LENGTH 

(ft.) 

<SB 

75 

78 

81 

84 

87 

90 

QUANTITY 

OF 
SPEAKERS 

PER 
CIRCUIT 

SPK-A 

1 


5 

2 



4.625 

390 

SPK-B 

7 

2 

3 

1 



3.875 

285 

SPK-C 


1 

6 

2 


■me 

5.250 

585 


SPK-D 

1 

1 

6 




3.375 

425 






GRAND 

TOTAL 

17.125 

1825 
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KEY PLAN 


12 


18 


24 


SCALE IN FEET 


Sheet 


9 


Of 


21 







ENGINEERING PROGRAM MANAGER 



CHJeF OECmCAL ENGINEER 
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FIRE ALARM SYSTEM 
DEVICE UPGRADE 
PHASE ill 


ELECTRICAL 


66th aOOR 

SPEAKER INSTALLATION 
AND REMOVAL PLAN 
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